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PRODUCT DESCRIPTION

The Loctite® 7700 Handheld LED Light Source is a UVvisible light emitting hand-held light source. This system offers

a high powered, portable light source capable of consistently curing many light cure products that respond to UV/visible light.
Due to its unique LED technology, the Loctite® 7700 Handheld LED Light Source can provide instant on/off performance and
consistent light output. Due to the focused nature of the system’s spectral output, IR output is drastically reduced, so heating
of assembilies is virtually eliminated. The focused nature of the system’s spectral output also minimizes the amount of
ultraviolet energy that the system irradiates, thus minimizing concerns about worker exposure to ultraviolet light.

It can be run on its rechargeable batteries or while plugged into an AC power source. This allows the Loctite® 7700 Handheld
LED Light Source to be used as either a portable unit or a mounted unit with remote on/off capabilities. Due to its small size
(less than one foot long and less than 0.5 Ibs.) and portability, the Loctite® 7700 Handheld LED Light Source is perfect for
applications in crowded areas and hard to reach joints.

Provides Tack-Free Cure with these
Loctite® Adhesives

3105™ 3106™ 3107™
3311™ 3321™ 3341™
3525™ 3922™ 3924™
3926™ 3944™ 3971™
3972™ 4304™ 4305™
4306™ 4307™

PRODUCT FEATURES
e Contains a high-powered LED point light source.

e Typical output: 2.5 to 3 watt/cm? *
e Emits light in the spectral range of 390 — 420 nm; primary peak of 395 nm.
e New extended tip allows operator to aim at the adhesive joint.
e Can be used while recharging.
e Universal AC adapter / charger 100-240 VAC; 47-63 Hz.
¢ Instant On/Off
e Tougher body design keeps internal components safer even if inadvertently dropped.
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Technical Data
Dimensions L xW x H: 9 1/32”"x 1 1/16" x 13/16" ¢ Operating Manual — P/N 989612

Optional Accessories (not included):

Weight: 0.44 Ibs.
Light Source: High powered LED

Utilities: Battery powered or 100 — 240 VAC.

e  Footswitch — P/N 98440
Control timer — P/N 960356

Footswitch — P/N 98440

LED Workbench Holder — P/N 98522

UV - V Dosimeter — P/N 1265282

Dosimeter Tip Adapter — P/N 1403405

Replacement AC Adapter / Charger — 9 V.D.C. P/N 989626
Replacement Battery Kit — P/N 8900494

Loctite® 7700 Handheld LED Light Source includes

¢ Universal AC Adapter / Charger — P/N 989626
¢« UV/V Safety Glasses — Orange P/N 98452

Do NOT Expose This

Side To Light
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oty 4 0

LED Qualified

nnnnnnn

UV -V Dosimeter 1265282

Control timer 960356 LED Workbench Holder 98522

Dosimeter Tip Adapter 1403405

Replacement AC Adapter / Charger
9 V.D.C. 989626

* Values denote typical expected intensities at 4mm distance and are not a fixed specification. Exact output measurement is dependant on the
brand and calibration method of the meter used, and normal variation of the Light Emitting Diodes. These measurements were made with a NIST
traceable radiometer suitable for the target spectral range. As with all applications, testing with your specific part and adhesive is recommended.
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http://equipment.loctite.com/productdetail.cfm?productID=989626
http://equipment.loctite.com/productDetail.cfm?productID=98452&productLine=Light%20Curing%20Equipment%20&%20Meters&pl=1&categoryID=236&category=UV%20curing%20equipment%20accessories&subcategoryID=347&subcategory=Safety%20Glasses%20&%20Cotton%20Gloves&searc
http://equipment.loctite.com/productDetail.cfm?productID=98440&productLine=Light%20Curing%20Equipment%20&%20Meters&pl=1&categoryID=242&category=LED%20light%20sources&subcategoryID=363&subcategory=Optional%20Accessories%20-%20LED%20Systems&searchType=itemNu
http://equipment.loctite.com/productDetail.cfm?productID=960356&productLine=Light%20Curing%20Equipment%20&pl=19&categoryID=242&category=LED%20light%20sources&subcategoryId=363&subcategory=Optional%20Accessories%20-%20LED%20Systems
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http://equipment.loctite.com/productDetail.cfm?productID=1265282&productLine=Light%20Curing%20Equipment%20&%20Meters&pl=1&categoryID=239&category=UV%20light%20meters&subcategoryID=351&subcategory=General%20Purpose%20UV%20Meters&searchType=itemNum&CFID=1085
http://equipment.loctite.com/productDetail.cfm?productID=1403405&productLine=&pl=1&categoryID=&category=&subcategoryID=&subcategory=&searchType=itemNum&CFID=10852354&CFTOKEN=39380192
http://equipment.loctite.com/productdetail.cfm?productID=989626
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